
Granulate : EK 75 

Producer :

Aluminium oxide 99,7%, sodium oxide 0,2%, silicium oxide 0,2%, 

iron oxide 0,02%, all ingredients are bond firmly in the cristal matrix.

0,045 - 0,075

No health damaging dangers in harden products.

Storage:

form: solid flamepoint: n/a

features colour: white ignition temperature:n/a

odour: none explosion limit n/a

change of state n/a melting point ~2050 °C

n/a

not toxic
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Grain Size :
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Corundum white

Eisenwerk Würth GmbH

Physical and chemical

D - 741 77 Bad Freidrichshall

Ingredients:

possible danger:

Fire Fighting The used product is not flamable.

Extinguishing media in adaption to the imnmediate neighbourhood.

Cool and dry storage

Concerning the usage of the product, we are refering to BGV D26. It is the responsibility

solubility in water

Toxicological inf.

Ecological inf. No negative environmental consequences known.

Water hazard classific. not water-hazardous according to VwVwS

Waste disposal inf. Can be disposed in domestic and industrial waste.

All the above specifications are in accordance with the actual technical standards.

The specifications are describing the product concerning its technical safety standards.

They do not assure the products features in the sense of the legal guarantee.

cleaning machines + vacuum blast method + equipment + green cleaning + facade cleaning + floor cleaning

graffiti removal + tile cleaning + tile and grout cleaning + efflorescence removal + staircase cleaning

pressure washer + fire damage restoration + lacquer removal on boats + grout cleaning + monument cleaning

of the user to acquaint oneself.
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